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The ideal Flow-Pack machine for products that are bulky , 
unstable or have uneven length

CUSTOMIZABLE WITH MINIMUM ADJUSTMENTS
Thanks to an  effective and intelligent system of photo-
eyes, the machine  can set  the right distance between 
products automatically.  This  facilitates the operators 
when loading on in-feed conveyor  as they don’t have 
to pay too much attention to the positioning of the 
product.  The system allows successively to adjust the 
length of bag  automatically.

SIMPLICITY AND INTUITIVE OPERATION

RELIABILITY AND AUTONOMY
VERSATILITY AND  GREAT  PERFORMANCE

The special software, based on the principles of  
modern multimedia devices,  allows a very easy setting 
of the machine. 
Therefore learning how to use the machine is a 
very easy task . You don’t need  specific technical  
knowledge to run it. 

All  parts used in our machines are of excellent quality 
and are proven to work effectively and durably 
The choice to use elements of re-known and widespread 
brands in the market , as well as a software system that 
provides  operating diagnostics as well as preventive 
maintenance reminders, allows a great autonomy to the 
owners of our machines and to avoid  stops on the pac-
kaging line.

The operators can regulate each machine movement  
thanks to six independent axes.  This gives them 
the possibility to adjust them  to deal with specific 
caracteristics of each product to pack. Furthermore this 
allows to optimize the packaging cycle for maximum 
performance .
The  “ No product  - No bag”  system  prevents waste 
of film and allows the operators to load the product on 
in-feed conveyor with more ease.

SPEED maximum 20 meters / minute

RANGE OF SUITABLE DIMEN-
SIONS OF PRODUCTS  

Length: 100 mm to unlimited
Width: min. 60 mm , max  280 mm
Height: 170 mm 

FILM REEL SIZES Max width 900 mm.

PACKAGING MATERIAL BOPP, micro-perforated, macro-perforated type poly-
propylene, different permeability films 

ELECTRIC DATA Single phase. 220 V. 50/60 Hz


